
PROPORTIONAL TNK TIPPING VALVE - AIR OPERATING - LOCKED CARTRIDGE

1 P Pump connection

2A T Return tank connection 

2B T  Alternative returntank connection 

3 C Cylinder connection

4 Pneumatic connection of air control - tip

5 Pneumatic connection of 

air control - lower

6 Pressure gauge point 

7 Cartridge

3D model is available on request

Types

Kit number

14735168

170 14767117LC * Included with HT-valve.

190 14767119LC

220 14767122LC

250 14767125LC

Specifications  ∆p - Q characteristic

Type

Max. pump flow 220 L/min

Max. pressure 250 bar

Pneumatic pilot pressure 6 - 10 bar

Max. pressure on T-connections 15 bar

≤25 µm

Mineral oil

Viscosity range min / max 12 / 100 mm²/s (cSt)

Max. starting viscosity 1500 mm²/s (cSt)

Temperature range  min / max -25 / 80 °C

Mass 6.1 kg

Technical notes

Related documentation

Mounting instructions: VAL-0022 Repair instructions: VAL-0012 Oil specifications: OIL-0011

p

Hyva HT-Tipping Valve TNK

    Part no : See Table

● Mount the valve according the Hyva mounting instructions ● Use the correct washers and adaptors in the ports to prevent deformation

of the housing.  ●Do not use adaptors with tapered threads ● To further prevent deformation of the valve housing, the mounting plate

surface or block must be completely flat and smooth ● Do not weld to the valve.
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Mounting kits

VALVE TANK*

Part

Number

Hydraulic

connections

Oil types (DIN 51524/51525)

Min. filtration (ISO 18/13)

Spool valve with pressureless

bypass in neutral. Oil flow in

lowering position is

proportional with pneumatic

pilot pressure.

Pressure

Max.(bar)

P: G1"

T: G1"

C: G1"

TIP VALVE HT-TNK-1220-170-LC

TIP VALVE HT-TNK-1220-190-LC

TIP VALVE HT-TNK-1220-220-LC

TIP VALVE HT-TNK-1220-250-LC

Description

1
2
6

Subject to change without notice,

no rights reservedhyva.com DO-E HT-TNK-1220-1-LC / 02-08-2021 / RV 

AC

HT-1220-Single Pressure Valve 1"-TNK LC

Viscosity 30 mm²/s & 50°



Spare parts

No. Part no. Description Qty. No. Part no. Qty.

01* 14845037 Housing machined 1 18 14810513 1

02 14845002 Aluminium head 1 19 14810512 Air coupling 1/8" red 1

03 14845028 Spring disk 2 20 14845039 1

04 14845021 Plunger 1 21 14845040 1

05 14845005 Closing plate 1 22 01226200 2

06 14845001 Cover air 1 23 15022015 4

07 14845007 Piston air cylinder 1 24* 15013638 4

08 14739975A Non return valve 1" 1 25 15013613 1

09 14845014 Spring 1 *Note : From serial no. N01H738472 onwards bolt changed from M8 to M6.

10 14845031 Retaining ring 1

11 01226190 O-ring 1  14844010

12 14845020 Quadring 1  14845003

13 14845006 Sealing nut 1

14 14845015 Sealing nut 1

15 14845017 Seal 1

16 14845019 Retaining ring 2

17 01313848 Bonded seal 2

Hydraulic symbol HT valve
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Hyva HT-Tipping Valve TNK

Repair

Kits

Description

Blind plug

O-ring 

Washer

Air coupling 1/8" yellow

Bolt

Adjusting bolt

O-Ring set (contains pos. 11,12,15 & 22)

Air cylinder set (contains pos. 2, 5, 11, 15 & 16)

Blind plug

Subject to change without notice,
no rights reservedhyva.com
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